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OCD-M75-ZA QO 
28 November, 1975 


STATINTL 


SUBJECT : Cabling Requirements for the Telemetry Analysis 
and Display Systen Project 


REFERENCE > (A) OJCS-4429-75 dated 21 November 1975, same 
subject. 


(8B) OJCS-4151-75 dated 5 November 1975, same 
Subject, 


1. In response to the request stated in the references and 
as a follow up to our various conversations on this Subject, this 
memorandum confirms raat MBEngineering Staff places no cabling 
restrictions on the forth coming TADS installation. 


Office of Communications and with several vendors, I would Suggest 
that the TADS RFP request the various bidder's to consider the 

use of twisted pair telephone cable as the interconnecting medium 
for the componets of the TADS System. The present Headquarters 
DDG utilizes standard telephone cable (TEL-CU series, multi-pair 
Superior cable). This cable has an overall shield and consists of 
$0 unshielded pairs of 24qage copper wire. 


3. I further suggest that the TADS RFP indicate a prelerance 
for operation at the standard T-1 rate of 1,544fs. This data rate 
is becoming a standard in our present comnunications system in the 
Washington area, 


IMbs rate and perhaps higher. If this test is satisfactory I would 
anticipate using this equipment on the DDG for those systems that 
require operational data rates in excess of 4800BPS, 


5. Finally I would like to suggest that we continue to discuss 
TAD requirements with other components within the Office of Comn- 
unications that would be concerned with the technical and COMSEC 
aspects of TADS. I am available at your convenience to arrange a 
aaa with appropriate oc personnel. You can reach me on red tine 


eee 


Approved For RelnintstPatine © [ptesnpaist 8p00200070001-5 


INTL 


STATINTL 


dminictratiya = [riorpal hea ay 


oS Se Sl am 


BGaErax me 


A 
Approved For Release 2001/08/09 : CIA- "Sppss. 06893R000200070001-5 


Page 2 


Distribution 
Original - 
Te 

D - 


Cr | ‘ 


bs pt et 


OC-0/D/ES 


Addresseew/att 
OC-E/SED wyatt 
COMSEC w/att 
OC- ICs w/att 
Chrono w/att 


OC-0/D/ES w/att 


26NOV75 


Approved For Réléase raat dee ClA- ea aaa 


Inn aly 


Approved For R@lease 2001/08/09 : CIA-RDP88-00893R000200070001-5 


0JCS-4429-75 
21 November 1975 


a revoroun For: I 0/0 


SUBJECT : Cabling Requirements For The Telemetry Analysis 
And Display System Project 


REFERENCE : Memo, 00CS-4151-75, same Subject, dated 5 November 
1975 . 


_ 1. As a follow-up to the requirements and request of -the referenced 
memorandum (copy attached) and our several conversations, I am planning 
to place no cabling restrictions on the TADS contractor. Non-shielded 


Ay plarie wire, twisted pair or coaxial cable are, to my understanding, 
STATINTL acceptable a 


STATINTL Ze a feels this above understanding should be modified, I 
ai request your response by 26 November 1975. . 
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OICS-4151-78 
November 1975 


STATINTL . . MEMORANDUM FOR: seh oC-0/0/ 


STATINTL .” SUBJECT for the Telmetry Analysts 


‘s a follow-un to aur conversations I am requesting direction 
STATINTL oil to the cabling specifications which you feel should ba 
outlined mn: the TASS Ref. Tne keP ds to be released by the. first week 
f December 1975. I would appreciate your response by 12 November 1975.-. 9 otatingtL 


2. TADS requires 1 megshit/second transmisstéa over the maximum 
distance between two points witain the Heaaquarters building. 
is requasted to lay the cable at the time of TADS implementation 
(approximately npvenber 1977). . The Contractor, however, will provide 
the cabling to heat your Specifications. 


on the other a CRT Graphic Work Station. Both ef these equipment are 
‘ able to vant the data rate. Bas ae A ; 


4. You may have several solutions to the TADS CS requirement. 
Please put them in priority erder and provida the specifications for 
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| ae ¢ die Oe se Ta) ae af the cebling Witt bo an IBM 360/67 computer and 
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